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コントロールユニット

タコメーター

パネル埋め込み方法 【別売】Φ80タコメーター用取付金・付属品セット

この度は、当社製品をお買い上げいただきまして、誠にありがとうございます。
本製品はDefi-Link ADVANCE Control unit（アドバンスコントロールユニット）とアドバンスタコメーターをセット
にした製品です。本製品をご使用の際は、アドバンスコントロールユニットSE、アドバンスタコメーターの説明書も
必ずあわせてお読みください。

デフィリンクメーター アドバンス ビーエフ/エーワン コントロールユニットセット タコメーター 構成部品表
■発行　　第1版2024年10月
■製造元　日本精機株式会社
■連絡先　日本精機株式会社 Defiお客様相談室
【住所】〒940-8580 新潟県長岡市東蔵王２丁目2-34  日本精機株式会社Defi
【電話番号】（0258）24-5221 (Japanese only)
【受付時間】10:00～12:00, 13:00～17:00（土・日曜、祝日、当社休日を除く平日）
【Webサイト】https：//www.nippon-seiki.co.jp/defi/

本製品はパネル等に埋め込む部品設定になっています。取付金が必要な場合は別売のΦ80タコメー
ター用取付金・付属品セットをお買い求めください。

上記以外にスタートガイド、保証書が同梱されています。紛失しないよう、保管してください。
本製品をご使用の際は、アドバンスコントロールユニット、メーターの説明書も必ずあわせてお読みくだ
さい。
製品に貼ってあるラベルは製品情報を特定するためのものです。絶対に剥がさないでください。

電源ハーネス (1m)　1 ヶ

両面テープ　1ヶ

ピタック　1ヶ 六角ナット　4ヶ ネジ　4ヶ

タイラップ　2ヶ エレクトロタップ　4ヶ

メーターハーネス (2m)　1 ヶ

スイッチユニット
( ハーネス 1.5m)　1 ヶ

エレクトロタップ　1ヶ

コントロールユニット用付属品

アドバンスコントロールユニットSE　1ヶ

メーターはめ込み用パネルは 2mm 以上の厚さが
必要です。

メーター　1ヶ

メーター

はめ込む

スポンジテープ

Φ80.5～81mmの
穴を開ける

車両パネルなど

スポンジテープ　1ヶ

バックケース

両面テープ

取付バンド

取付ゴム

取付金

M6ボルト×２ヶ
スプリングワッシャー×２ヶ

ワッシャー×２ヶ

スペーサー

タッピングネジ×２ヶ

両面テープ

車速･エンジン回転数
信号ハーネス(2m)　1ヶ

埋め込むパネルにΦ80.5～81mmの穴を開け、スポン
ジテープを巻いたメーターをはめ込みます。

別売のΦ80タコメーター用取付金・付属品セット
には以下の部品が含まれます。
品番：PDF20104G

青4ピン
(2線)

サイズ シリーズ 照明色 表示範囲 品番
ホワイト DF20101

アンバーレッド DF20102
ブルー DF20103
ホワイト DF20201

アンバーレッド DF20202
ブルー DF20203
ホワイト 0～9000rpm DF20301
ホワイト 0～11000rpm DF20401

ADVANCE BF

ADVANCE A1

0～9000rpm

0～11000rpm
Φ80mm

Tachometer  DF201～202 Tachometer  DF203～204
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Defi-Link ADVANCE BF/A1 Control Unit Set  Tachometer  Component parts list

Control Unit

Tachometer

Thank you very much for purchasing our product.  
This product  contains the Defi-Link ADVANCE Control unit and  a tachometer.  Please refer to the manuals 
for Defi-Link ADVANCE Control unit SE and Defi-Link Meter ADVANCE tachometer as well.

Speed & Tachometer signal wire 
2m, 6 3/5ft  1pc

Start guide and a warranty card are included in addition to the parts listed in this list. 
Please refer to the manuals for ADVANCE Control unit SE and ADVANCE gauges as well.
The label sticked on the product is for the product traceability.  Do not peel it off. 

Defi-Link ADVANCE BF/A1 Control Unit Set  Tachometer  Component parts list
■ Issue    First edition: October, 2024
■ Manufacturer    Nippon Seiki Co., Ltd.
■ Contact Information    Defi, Nippon Seiki Co., Ltd.
【Address】2-34 Higashi-Zaoh 2-chome, Nagaoka-shi, Niigata 940-8580 JAPAN
【URL】 https://www.defi-shop.com

Power source wire 
1m(3 1/3ft.)　1pc

Double sided tape
1pc

Clip　1pc Nut　4pcs Bolt　4pcs

Tie wrap　2pcs Solderless connector
　4pcs

ADVANCE Control unit SE　1pc

Meter wire 
2m(6 3/5ft.)　1pc

Switch unit
Wire1.5m(5ft)　1pc

Accessories for control unit

The thickness of the mounting panel needs to 
be more than 2mm.

This product is designed to be embedded in a panel, etc. If a mounting bracket is required, please 
purchase the separately sold Φ80 tachometer mounting bracket and accessory set.

How to mount the tachometer Mounting bracket and accessory set 
for Φ80 tachometer 【Sold separately】

Gauge

Mount
the gauge
to the panel

Sponge tape

Drill a hole of 
Φ80.5 to 81mm.

Vehicle panels, etc.

Drill a hole of Φ80.5 to 81 mm in the panel to be 
mounted, and insert the gauge with sponge tape. The Φ80 tachometer mounting bracket and 

accessory set sold separately includes the 
following parts: 
Part number: PDF20104G

Size Series Illumination color Display range Product No.
White DF20101

Amber red DF20102
Blue DF20103
White DF20201

Amber red DF20202
Blue DF20203
White 0～9000rpm DF20301
White 0～11000rpm DF20401

Φ80mm
ADVANCE BF

0～9000rpm

0～11000rpm

ADVANCE A1

Tachometer  DF201～202 Tachometer  DF203～204

Back case

Double sided tape

Mounting band

Mounting rubber

Mounting bracket

M6 bolts
Spring lock washers

Washers

Spacer

Tapping screws

Double sided tapes Locate the longer 
hole behind.

Solderless connector
1pcTachometer1pc Sponge tape 1pc

Blue
4pins
2wires


